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N :
:‘“ INSPECTOR'S REPORT - _
- ¥ . . | . - ’
"\3\/ | . District No._Four A o
‘ Rico Colorado
May 17 ,193.7
<
ST. LOUIS TUNKEL (on ._fc.n..e....F!.e..l.lipg..t.g.l.l...?rOPel'tY.....)
Name of Mine, Quarry or.Plant
Location..1.Mile North of Rico, Col0. .. .. County of..DOlores

(Nearest Post Office) Rico, Colo. “Pioneer Mining DPistrict
o rea ched by auto
woner ot, Louis Smeltlng & Refining company

Address 782 Chestriut Streef, St. Louis, Missouri.

-

(Owner aislassas) St. Louls Smelting & Refining Company -
President, Fred M. @arter
Secretarv,,J.A.caselton

Address | 722 Chegtnut St., St. Louis, Missouri

Operator

Name of Agent; General Manager or other officer on whom to serve notices
Duane M. Kline, Manager, Rico, Colorado

Name and address of local manager or person in direct charge of operations at mine, quarry or plant
Duane M. Kline, Manager, Rico, Co0lo.

Character of ore or other products Silver, Lé&ad, Copper, Zine.

Number employed underground 3 On surface == _I\iill ——

COMPENSATICN INSURANCE is carried.

ACCIDENT REPORT BLANKS are on hand.

There is TIELEPHONE. :

HAVE FPIRST AID SUPPLIES.

HAYE CHANGE ROOMS.

SAFETY & SAI'ITARV CONDITIONS, in general are satisfactory.

Remarks

DESCRIPTION OF MINE. The St. Louis Tunnel consists of a northessterly
cross-cut tunnel nesarly 6000!' in length 7 £ft. x 9 ft. in the clear.
At 8 point 4300 ft. from the portal, a crosq—cut was driven, 1000 ft.
in s northwesterly direction and frcm the same point 900 ft. in a

goutheasterly direction. At a point 350 ft-. further from this inter-




e —

gecting ocross-~cut, a raise is driven 180 ft. in height. Said raise - @
will eventually extend to surface. Biamond drilling has beeﬁ carried :
on extensively throughout the tunnel.

At a point in the tunnel about 4500 ft.from portsl, a ‘drift will be -
excavated a distance of 1500 f£t. in a nertheasterly direction.

At this point a raise will be driven to connect with the Mountain Springs
Mine which opens to the surface. Length of this proposed raise is
wnavailable at present.

At this same 4600 fi. point a drift is driven 75 fit. southwest. This

will be extended about 36 ft. further. go production at present.

SURFACE PLANT consists of a large Caunpreéssor House housing 2 Ingersoll
Rand Air Compressors of different eapacities, Machine Shop, Blacksmith
Shop, Storage Rooms, etc., all under same roof. All this equipment is
electrically driven.

They have a Locomotive Storage House Timber Sheds,; Dwelling House,
smell Office Building, Carbide Gtorage Building, and geveral other
smaller buildings, 81l kept in go6d repsir.

NO SHAFT.

UNDERGRCUND HAULAGE is by trolley locomctive. Cars and track are in good
condition.

TIMBIRING. This tunnel is extensively timbered. In some parts the ground
is very heavyand requiresextra large timbers. Here timbers of Oregon Fir
127 x 14" agre used and the sets are placed close together and are well
installed. All timbering and other work is carried on in a workmanlike
msnner.

EXPLOSIVES. lagazine is over 800 ft. from nearest buildings. Its con-
struction is fireproof, partly under surface, with sand filled walls.

Very little powder is carﬁled at this time. @aps and fuse are stored

in another building a safe distance from magazine and other buildings.
Cerbide 1is stored in a separate building of its own.

ELECTRICITY. All motors, startihg boxes and Switches are properly
grounded and guarded. All electric lighting is well installed, inswla-
ted snd guarded.

VENTILATION is mechanical, with outside electrically driven fan.
Large Tlexitle tubing is used instead of galvanized iron pipe. An
inside booeter will be installed later and will be electrically driven.

FIRE PROTECTION is both water and chemical. All surface buildings are
spaced 3 safe distance apart and are built of wood covered with galvan-
ized corrugsated iron.

MISCELLANEOUS: This property is about to start operations and will
employ about 265 men. There will he no production at present.
For the past several years 3 men were employed continuously, retimber-
ing where nesded, cleaning water ditch and keeping teaek datiproper grade.
Everything throughout this tunnel is in first class condition. All sur-
face buildings, etc., have been kept in first class repair.
Bverything iz clean and orderly throughout.

Regpectfully,

o€ I o b

stete Mine Inspect Distfict No. 4
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in all other levels. All this equipment is in good condition.

TIMBERING: Considerable timbering 1is necessary in this mine, &nd is
well installed.

All openings are well covered and guarded.

Ladders are well installed and in good condition.

EXPLOSIVES are safely stored in well bullt Magezines. Underground
distributing magazines for dally supply of powder are kept under lock
and key. Present powder regulations gre fully observed.

Caps are safely stored. Carblde is stored in a safe,dry place

Both electric and hand~fuse blasting is practiced.

ELECTRICITY is used at Lower (Blaine)Tunnel for power purposes and
surface lighting. It is well installed, insulated, grounded and guarded.
All stations underground are electrically lighted. They have telephone
to the surface in all statlons.

FIRE PROTECTION consists of high pressure water and chemical extinguishers.

VENTILATION 1s both natural and mechanical, with electrically-driven
blowers.

MISCELLANEOUS: This property operated continuwously throughout the year.
The saw mill mentioned in this report goes a long way towards alleviating
the difficulty of obtaining commerciasl lumber.

Everything 1s exceptionally clean and orderly about this property

The company co-operates fully with the Bureau of Mines and with
the Inspector, and 1lnslsts upon observance of safety rules and regu-
lations.

Respectfully submitted

&) Nk Neveg =

Stete Metal Mine Inspector, Dist. No.4



STATE OF COLORADO

| 'BUREAU OF MINES
INSPECTOR'S REPORT

__District No._. Pour_______

e Rigo Colorado

.~ Mav 12, ., 1938

Name of Mine, Quarry or Plant

Location.. X 13ile North of Rico, Colo. County of..ROlores
(Nearest Post Office) R1c0, C0l10. Pieneer Mining District)
reached by auto =

Owner St. Louies Smelting & Refining company

Address 722 Chestnut Street, St. Louis, Missouri.

Operator (Owner onLessee) St+ LOuis Smelting & Refining Company
Fred M. Carter, President,
J.A.Caselton, Secretary

Address 722 Chestnut Street, St. Louis, Missouri.

Name of Agent, General Manager or other officer on whom to serve notices
Duane M. Kline, Rico, Colorado

Name and address of local manager or person in direct ‘charge of operatxons at mine, quarry or plant
Duane M. Kiine, Rico, Colorado

Character of ore or other products Silwer, Lead, Copper ,Zinc .

Number employed underground 33 On surface 8 - amn 1 Electrician
, part time.
Remarks COMPENSATI ON INSURANCE is carried.
ACCIDENT REPORT BLANKS are on hand.
There is TELEFPHONE. :
HAVR FI’?ST ATD SUPPLIES.
HAVE CHANGE ROOMS.
SAFITY & SANITARY CONDITIONS 1n general, are satlsfactorv. :

ESCRIPTION OF MINE. The St. Louis Tunnel consists of a Northeasterly
crogss-cut tunnel rearly 5000 ft. in length 7 ft. x 9 £t. in the clear.
At a point 4300 ft. from the portal a cross cut was driven 1000 ft.
in a Northwesterly direction, and fram the seme point-a 900 ft. cross-
cut in a Southeasterly direc{ion. At a point 350 ft. further from



this intersecting cross—cut a raise is driven 180 ft. in height. .

This mine résumed’active operations May 15, 1937. Work since .
that time consisted of drifting Northwesterly 1020 feet from the breast
of the Northwesterly cross—éut. In this Northwesterly drift 8 short
cross—cuts were excavated in different directions, of different lengths,
to the amount of about 413 feet. In thie Northwesterly drift, about
700 ft. fros Norfhwest Cmoss-cut, a 575 foot inclined raise will connect
the St. Louis Tunnel with the mmin level of the Iron Springs Group.
447 feet of this raise is completed to date, leaving approximately 125
ft. to go. There are three stations in this raise st various distances
apart. Telephones in each station cennect with main St. Louis Tunnel.
Air hoists of sufficient capacity are used to hoist timbers, etec., to
the different stations on a temporary skipway. Thies raise is 8 fi. x
18 ft, 3 coapartment, consisting of ore chute, manway and skipway.
Skip will be installed later. A prospect raise 52.ft. in height was
excavated in this Northwest drift.

They also drifted Southeast 173 ft. from the breast of the South-
easterly cross—-sut, and excavated a 174 f£t. raise from this drift. This
raigse is 6 ft. x 10 ft., 2 compartment, consisting of ore chute and

manway . .
%o production at present.

SURFACE PLANT consists of a large Comprescsor House housing 2 Ingersoll
Rand Air Compressors of different capacities, Machine Shop, Blacksmith
Shop, Storage Rooms, etc., all under same roof. All this equipment

is electrically driven. The smaller compressor is in use at this time.
They have a Locomotive Storage House, Timber Sheds, Dwelling House,
small O0ffice Building, Carbide Storage Building, and seversal other
smsller buildinge, all kept in good repair. )

NO SHAFT.

UNDERGROUND HAULAGE is by 10 Ton Trelley Locomoetive. Cars and Track
are in good eondition.

TIMBERING: Thie tunnel is exterisively timbered.  In some parts the
ground is very heavy and rejuires extra large timhers. Here timbers of
Oregon Fir 12* x 14" are used and the sets are placed close together
and are well instaslled. All timbering and other work is carried on in
a workuanlike manner. 12v x 123* sawed timbers are used in the various
raises, lined with §* plank. Wheén the 575 fit. raise is completed, new
ladders and landings will replace those used in driving the raise.

EYPLOSIVES: Surface Explosives Magazine is over 800 feet froa nearest
buildings. Its construction is fireproof, partly under surface, with
sand filled walls. Caps and fuse are stored in another building at a
safe distance from magazine and othdr bpuildings.

carhide is stored in a separate building of its own.

ELECTRICITY: All motors, starting boxes snd switches are properly
grounded and guarded. All electric lighting is well installed, insulated,

and guarded.

VENTILATION is mechanical with outside, electrically driven fan, and
inside electrically driven booster fan. Large flexible tubing is used
instead of galvanized iron pipe. '
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STATE OF COLORADO
BUREAU OF MINES

INSPECTOR’S REPORT

District No..__Four_

Ri°°_ Colorado

o - _April 14 , 193
/

ST. LOUIS TUNNEL (on the wWellington property.)
' Name of Mine, Quarry or Plant

N

Location.......1_mile north of Rico, Coloradd . county of,. . DOlOTes

(Nearest posto ﬁea)c R%so %Olu R }“iunee* TIRINE DIigiricet
1

Owner £t. Louis Smelt ulng & Reflning caupany

Address 722 Chestput Street, St. Louis , Mivqourl

Operator (Owner onkessse) Sto LOUiS Smelting & Refining Camary
Ired il. Carter, President
J.A.Cagslton, Secretary

Address 728 Chestnut Street, St{. Louis, Missourdi

Name of Agent, General Manager or other officer on whom to serve notices
Duana M. Klinz, Rico. Colorado. '

Name and address of local manager or person in direct charge of operations at mine, quarry or plant
Duane M. Kline, Rico, Colorado

Character of ore or other products Silver, Lead, Copper, Zinc. -

Number employed underground T ap On surface 15 Min I Electrician

2] —
GOMPENSATION INSURANCE is carried. pert time
Remarks ACCIDENT RTFORT BLA’\IK? are on hand.
HAVE TFREPHONZE.
FIRST AID ‘UmLIﬁ"S are provided. .
HAVZ CHANGE RCOME. S
SAFITY & SANITARY CONDITIOWS, in general, are satisfactory.

DISCRIPTION o4 MINE The ST. Louis Tunnel consists of a Northeasterly
crosg—-cut tunnel nearly 5000 ft. in length, 7 ft. x 9 ft. in the clear.
At a point 4300 ft. frgm portal ie & Northwec"berly oross-cut which was
1000 ft. in-length st time of last report. This has been extended 1640
ft. further. Other operations since last report consist of a 2-com~




partime. - Qrospect raise 7@ ft. in height, driven from e point 65 ft.- 7
back from present bréeet. About 200 ft. back from present breast cf '
Northwest Crose—cut a 3-compariment raise is driven 210 ft. in height.-
It is not operated.In.this same Northwest Cross—-cut, a drift 370 ft. in
langth haas heen driven in a westerly direction.

The Big Raise, kKnown as the Mountain Springs Raise, mentioned ir
loet raport, has been completed and is about 600 ft. in height.

At a point in this raise, 500 ft. above Northwest Cross-cut,
2 A»ift has been-driven 950 ft. in an Basterly diresction. 60 ft. back
from the present heading of this drift, a 2—campa*tment raise hag been
Griven 75 ft. in height.

Algo various progpect drifts have besn driven in different direcn-
tione to wariosus lengths.

All the above raises are eguipped with air hoiste uf sufflcient
capacity to raise timbers, etc. to various wo*klnr Places.,

¥o production.

SURFACE PLANT consists of a large Compressor House housing 2 Ingersoll
Rand Alr Compressors of different capacities, Machine Shop, Blacksmith
Shop, Storage Rooms, etc., all under same roof. All this ejuipment

"is electricelly driven. The smaller compressor is in use at this time.
They have a Locomotive Storage House, Timher Sheds, Dwelling House,
small Office Building, Carbide storaye Building, and several other
analler buildings, all kept in good repair.

- NO SHAFT.

UNDTRGROUND HAULAGE is by 10 ton Trolley Locomotlve. Cars and Track
are in good condition.

TIMRERING: This tunnel ies extengively timhered. In soie parts the
ground is very heavy and requires extra large timbers. Here timbers of
Oregon Fir 12" x 14" gre used and the sets placed close together

-and are well installed. All timbering sand other work is carried on in
a workmanlixe wanner, 12» x 12" gawed timbers are used in the various
raises, 1lined with 4" plank. All ladders are in good condition, and
well installed. Openings are well covered and guarded.

EZPLCSIVIS: Surface Explosives Magazine is over 800 ft. from nearest
buildings. Its construction is.fire-proof, yartly under surfsce, will
sael Tiis T mlls. gaps and Fuse are qtored in another bulldinv at a
safe distance from magazine and other huildings.

Carbide is stored in a separate building of its own.

ILECTRIZITY:  All motors, starting hoxes and switches are properly
groundad and zuarded. All slectric lighting is well installed, insulated
and guarded.

VENTILATION is both natural and mechanical. The completion of the Moun-
tnin Snrings R compartment Raise provides natursl ventilstion from

main Northeast snd Yorthwest Cross-cuts to levels above. Mechaniocal
ventilation, as described in last report, is used from this point.

FIRT PROTECTION is hoth water and chemical. All surface buildings are
apaced a safe distance apart and are built of wood covered with galvanized
corrugated iron.
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EXPLOSIVES aresafely stored in well built magazines, complying with
law, at Blaine Tunnel and at Black Hawk Tunnel. .

CAPS are stored in a safe place.

Carbide is stored in a safe dry place. .

Only one days supply of explosives is taken to the Argentine Tunnel
and it is safely stored.

All these tunnels are eguipped with slectric Blasting Machines, and
both electric and hand fuse blasting is done. ‘

ELECTRICITY is used at Lower ( Blaine ) Tunnel only for power pur—
poses.

FIRT PROTZCTION at Blaine Tunnel consists of waser and chemicsl extin~
guishers. Tunnel is eguipped with Fire Doox.

At Black Hawz Tunnel, fire protection is chemical extinguishers.
Buildings are located at a safe distance from mine operstions. Tunnel
is equipped with Fire Door.

No fire protection at Argentine Tunnel. Buildings are located legal
distance fraa tunnel opening. Have Fire Door.

VENTILATION is natural and good, throughout.

MISCELLANEQUS: Development on this property since my 1937 report is
very encouraging, as large bodies of profitable ore have been exposed
in the various worxing places.

General Manager, C.T.Van Winkle, from Salt Lake City , was at
the property, and says that this is the time to develop mines, in order
to have large bodies of ore opened up and ready to ship when metal
Ppricds improve.

The Camnrany plans to build a mill when the mine is far enough devel-
oped to determine mill capacity.

This company has recently acquired the Rico Consolidated Mines,
which include 5 claims, and has also bought a 1/2 interest in 2 full
claims from the Pellet Group. All these cleims adjoin the Rico—-Argen—
tine properties.

The Coarpany also owns a building in Rico, 40 ft. x 30 ft. which
houses a large caterpillar tractor, and has living room in rear.

Everything is exceptionally clean and orderly about this property .

Respectfully submitted,

e gt

State Mine Inspector, District No. 4



' STATE OF COLORADO

BUREAU OF MINES - . - -

INSPECTOR S REPORT

Dlstrlct No.. FPour

_Rico. —....Colorado

Yovember 16, 1940 , 193

,,,,,,,,,, ST..LOUIS.. TUNNEL.(on the Tellington Property..).
Name of Mine, Quarry or Plant

. Location. 4. mile nOTﬂ" of Rico, Colo, . . Coun fDOlOI'es ............ et enonn
. © (Nearest Post Office) RLCO, COlo. ﬁ{oneer I*J.n*r District)
raachad hy aute . .

: Owner St. Loulg Smelting & Refinino"mm a“v . \Xj CW

— -

Address 7272 Chestnut Street, 5t. Louis, Mo.

5 -

Operator (Owner owiasaay St LOuUis Smelting & Refining Cuupany
. 'rad . Carter, President
J.A.0aselton, Secretsry, _
Address 7o Chestnat Street, St. Louis, Missouri.

Name of Agent, General Manager or other officer on whom to serve notices

Har=y Kline, Rico, Colorsdo

Name.and address of local manager or person in direct charge of operations at miﬁe, quarry or plant

Harry Kline, Rico, Colorado

Character of ore or other products Silver, Lesd, -Japyer, “lnc .

Number employed underground 186 On surface 2 ' M-;H»Miscellan‘-'a“ g 1
2 snhifis of 8 men each a

Remarks COMPZINSATION INSURANCE is onrried.
ACTIDINT REPORT BLANKS are on hand.,
HAVE TELIPHONE.
FIRST AID SUPFLIZES are provided.
HAVE CHANGE ROOMS.
SAFETY & SANITARY COWDITIONS, in gensral, are satisfactory.

DESCRIP'I'ION OF ¥INT:-The Ot. Lo‘?:i,ﬂ Torrael ol :11315;1}8 of a northeasterly .
cross-cut tunnel naariv 5000 ft. in 1\}1rth 7 ft. by 9 ft. in the dlear
At 2 point 4300 rt. from the portal a dri t extand« ,“’,to 1. in northvres—

@.rots cut and)



terly direction. At & point €5 ft. hack from the bdbreast of this north—
mest dArift is a prospect raise 70 ft in height,.not operated. Al &
point 300 £t. vack from the, bhreast a 3 conpartment raise extends 210 ft.
in height, and is not operated. A drift 370 fi. in leng‘h extends Trom
thie “Q*thwaeterly drift, in a westerlv direction. It ie caved and not
operated.

~ From a point in this northwesterly drift, about 702 £t. T»r: the
northeast erogs—-cut, & 3 compartment inclined raise extends 600 ft. to
the main level of the Hountain Springs Group.

There are various other r»aises not operated and various drifts of
ddffarent lengths in different directions, not opersted.

Thie property has been closed down for obver 8 year. Operations
resumed November lst, this yesr. Prelininary work consisted of cleaning
out tunnel and retimbering where necessary. They are now driving the

main heading of the 5000 ft. eross-cut. They will drive s distance o7
Capproxinetely 5O £t. At that point they will exeavate a 8<~compartuient
ralse 130 £t. in height and start drifting in a southeasterly direction.
There sre no operations on the upper levels, which sre 1i0ore or less
caved. . S - _ : : :
The »ig 2 cax "”thPPi rezige A00 ft. in length, known as the Moun-
tain nringy raise has not besn explored ags vet this year.. Some timber—
ing willi be necessary and some new ladders ™ill he resudred.

Thewa-ig no production.

SURFACE PLANT: A large Compressor FOL~@ howvees Z Ingerelill Rand Compress-—
ors of different capacities, Machine Shop, Blacksumith Thop, Storage
rRoomg, ete., all under same roof. All this esuipment is elactrically
driven. The saaller Comrressor Z¢ in use at this time. They have a
Locomdotive Storage House, Timber Sheds, Pwelling House, small Offico
Building, Carbide Storage Building, and several oth-r emaller buildings,
alli Keptbt in 3724 eepair. :

NO SHAFT.

UNNIRGROUND HAULACGE is by 10—ton Trolley Locomotive. gcars and Track
are in good condition.

TIMBERINAT This tumnel is extensively timbered. In some parts the
ground is veryv heavy and reguires extra lasrge timbers. Here timbere 0F
Iz, Tim 12% x 14" are usaed and the sets placed close together and
are well installed. All timbering and other work is carried onn iv =
oy nlike manner. 12% x 12¢ sawed timbers are used in the various
raises, lined with 4" plank. All ladders are in -good condition and
w3t ivetaliscd. Openings are waell covered and guarded.

TXPLOSIVES: Surface Explosives Magazine is over 800 ft. from nearest
huildinee. TIts conastruction is fire-proof, partly under the surface,
with sand filled walls. Caps and fuse are stored ir andther hulliding
z* = =« distance froa magarzine snd other buildings=.

Carbidr ie atoraed in a separate buildlnp of its own.

ELECTRICITV: All notors, starting hoxes and switches are properly
grounded ard gusrded. All slectric lighting is well instslled, insulated
and suardsad, C

VENTILATTON is »oth natural and mechanical. It is natural to the 3-com-
partuent 600 ft. Mountain Springs Raise which opens to the =~urface.
4t tric vwoint mechanical ventilation is installed and will be used in
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EXPLOSIVES are safely stored in well built magazines, complying with
the law, at Blaine Tunnel and Black Hawk Tunnel.
CAPS are otored in a safe place.
CARBIDE is stored in & safe dry place.
Only one da¥s supply of explosives is taken to the Argentine Tunrel
- anrd it is safely stored. A
All these tunnels ars eguipped with Electric Blasting Machines,
and Yoth electric and hand fuse hrlasting is done.

FLECTRICITY ig used at lower (Blaine) Tunnel ey for power purpozes,
and surface lighting. It is well instslled, inevlateq and guarded.
PIRT PROTROTION at Blaine Tunnel consists of water and chemical extin-
guishers. Tunnel is eguipped with Firse Door.

At Black Hawk Tunnel, fire protection is chemicel extinguishers.
Buildings srs locesizsd at a safe distance from mine opsrations. Tunnel
is equipned rvith Fire Door. : .

¥o fire protection at Argentine Tunnel. Buildings are located legal
distance from tunnel opening. Have Fire Door.

VENTILATION is natural and good, throughout.

MISCILLAFEIOUS :(Thig property opsrated continuously throughout the year.
Large hodies of ore have been uncovered in the various working places.

Late in 1938 conestruction of a 160 Tor Mill was started and was
comrleted es»iy in 1939, This Mill has not bveen operated to date.

Howevar they expect to start production about June 15th. ,

gonstruction o7 Ta2ilings Disposal Pond necessitated the construction
of 1502 ft. of flume and dAitch to change the course of the creek, which
is the wain water supply of the towm of Rico.

Tha coanany owns a bullding in Rico, 40 £4. x 30 ft. which houses
a large caterpillar tractor, and has living room in rear.

Brverytring iz axceptionsally clean and orderly abhout this propsr-

ty.

Respectfully sibmitted

| J(f?égazyf}?ic~7aﬁllﬁ::

ftate lMine Inepector, District Wo. 4



STATE OF COLORADO
'BUREAU OF MINES

INSPECTOR’S REPORT

District’ No.. Four

Rico,’ — Col.orado

May 22, ., 198 L4l.

............ ST.. ...L.QU.I.S...m&m......(.gn.-.the"..Jellmgt on.Property. \
Name of Mine, Quarry or Plant

Location..... L. mile north of Rico, Colo.. . County of....Dolores

(Nearest Post Office) Rico, Colo. (Pioneer Mining District)
Reached by auto

Owner - St. Louis Smeltlng& Reflnlng Compa y p W

Address 722 Chestnut Street, St. Louis, Mo.
Operator o St. Louis Smeltlng & Refining Company
» (Owner or Lessee) Fred M. Carter, President

}J. A, Caseltpn, Secretary.

. Address - 722 Chestnut Street, St. Loui-s, Missouri.

~ Name of Agent, General Manager or other officer on whom to serve notices
Harry Kline, Rico, Colorado.

Name and address of local manager or person in direct charge of operations at mine, quarry or plant

larry Kliné, Rico, Colorado.

Character of ore or other products Gold, Silver, Lead, Copper, Zinc.
Number employed underground 15 On surface 4 - Mill ‘Miscellaneous 1

Remarks 2 shifts of 8 men each
COMPENSATION INSURANCE is carried.

ACCIDENT REPORT BLANKS are on hand.
HAVE TELEPHONE.

FIRST AID SUPPLIES ARE provided,
HAVE CHANGE ROOIS .

SAFETY & SANITARY COMNDITIONS, in general, are satlsfactory.

DESCRIPTION OF }MINE:-The St. Louis Tunnel consists of a northeasterly
cross-cut tunnel nearly 5000 ft. in length, 7 ft. by 9 ft. in the clear.

¢




rdge <

Since my 1940 report they have extended the main tunnel 45 feet and at
this 1 -1-t they excavated a two compartment raise 150 ft. in height, con-,
sisting of manway and ore chute. At the top of this raise they drlfted 200
ft. north, and 30 ft. &ast. At the énd of the north drift they raised 22 ft.
This raise is also two compartment, consisting of ore chute and manway. At
the top of this raise they drlfted 150 ft. north and some ore is mined on
this level at present.

There are various other raises not operated and various drifts of d4if-
ferent lengths in different directions, not operated.

The ore is found in beds or chimneys of various sizes. The ore is a
sulphide carrying gold, silver, lead, copper and zinec.

The production is approximately 400 tons per month, shipped to the
Utah Smelter.

They are operating two seven-hour shifts in the mine.

Stated value of ore is $1500 per ton.

SURFACE PLANT: A laroe Compressor Fouse houses 2 Ingersoll Rand Compress-

ors of different capacities, Machine Shop, Blacksmith Shop, Storage Rooms,

ete., all under same roof., All this equipment is electrically driven. The
smaller Compressor is in use at this time. They have a Locomotive Storage

House, Timber Sheds, Dwelling House, smdall Office Bulldlng, Carbide Storage
Building, and several other smaller buildings,all kept in good repair.

NO SHAFT.

UNDERGROUND HAULAGE is by 10-ton Trolley Locomotive in St. Louis Tunnel.
Cars and Track are in good condition. Wheel-barrows are used where they
- are mining ore.

TIMBERING: This tunnel is extensively timbered. In some parts the ground
is very heavy and reguires extra large timbers. Here timbers of Oregon Fir
12" x 14" are used and the sets placed ‘close together and are well 1nstalled
All timbering and other work is carried on in a workmanlike manner. 12" x
12" sawed timbers are used in the various raises, lined with 4" plank. All
ladders are in good condition and well installed. Openings are well covered
and guarded.

EXPLOSIVES: Surface Explosives Magazine is over 800 ft. from nearest build-
ings. Its construction is fire-proof, partly under the surface, with sand
filled walls. Caps and fuse are stored in another building at a safe
distance from magazine and other buildings. -

Carbide is stored in a separate building of its own.

ELECTRICITY: All motors, starting boxes and switches are properly grounded
and guarded. All electric lighting is well installed, insulated and guarded.

VENTTLATION is both natural and mechanical. Mechanical equipment cohsists of
electrically driven reversible blower, and large flexible tubing.

FIRE PROTECTION is both water and chemical extinguishers. ‘All surface
buildings are spaced a safe distance apart and are built of wood covered
with galvanized corrugated iron..

MISCELLANEOUS: The 600 ft. raise mentioned in my 1940 report (which connects
the main tunnel with the Mountain Springs Group) is a 3- -compartment inclined
raise. This raise is kept in good condition, both for ventilation and exit
for men. They are also catching caves and retlmberlng on the Wellington
Tunnel. This tunnel is located between the Mountain Springs Group and the
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"main St. Louis Tunnel.
This property operated continuously since they resumed on November 1,

1940,
Everything is clean and orderly in and about the property.
' Respectfully submitted,
D E e fanghZe

State Metal Mine Inspector, Dist. No. L.



STATE OF COLORADO
BUREAU OF MINES

- INSPECTOR'S REPORT \Q

District No.......... Four ...

{Name of Mine, Quarry or Plant) Smelting & Ref%ning Compa.ny' s

County.......DQ S Y T
Pioneer Mining District

Location.... Blle north of Bleo, 00 Oa s Rico,. . Calaragdo....
Reached by auto (Nearest Town)

Owner Rico Argentine Mining Company )

Address Dooley Block, Salt Lake City, Utah

om”aoJﬁico Argentine Mining Company er ainisaae
C.T.Van Winkle,Pres. & Gem. Mgr.,Salt Lake City, Utah and Rico,Colo

Adme$ J.C.dohnson, Vice—Pres.,ISlFirst Ave., Salt Lake City,Utah
W.G.Seeley, Secretary,l52 Main St.,Salt Lake City, Utah

Name and address of agent, general manager or other officer on whom to serve notices -

Cc.T. Van Winkle, Gen.- Manager Salt Lake City, Utah and Rico, Colo.

Name and address of local manager or person in direct charge of operatlons

C. T. Van Winkle, Gen. Manager, Salt Lake City, Utah and Rico, Colo.

Name and address of company or person to whom notification of Annual Report should be sent

C. T. Van Winkle, Gen. Manager, Salt Lake City, Utah and Rico, Colo.

Character of ore or other products Gold, silver, copper, lead ané zinc.

Reoducing— : ' " Not Producing

Number employed Undergrdund and ) On surface 4 Mill

Compensation insurance carried

Accident Report Blanks are on hand.
Remarks: Have Telephone.

First Ald Supplies are prQV1aed.
Have Change Rooms.

Safety and Sanitary Conditions, in genersl, are satlsfactory.-

DESCRIPTICN OF MINE:- The St. Louis Tunnel consists of & northeasterly -
cross-cut tunnel approximately 5045 ft. in length, 7 ft. x 9 ft. in the
dlear. At a point 4300 ft. from the portal, .a cross—cut and -drift ex-

tends 5640 ft. in a northwesterly direction. From a point in this north-




westerly drift about 700 fi. from the northeasterly cross-cut, a 3-compart- -
ment. Inclined Raise extends 600 ft. to the Main Level of the Mountain :
Springs Group, &bove.

Operations this year consisted of cleaning out and retimbering the

St. Louls Tunnel. They are now advanced to & point 2500 ft. from the portal.

Four men are employed in thie work. There.is no production.

SURFACE PLANT:- A large Compressor House houses electrically-driven Alr
Compressor, Machine Shop, Blacksmith Shop, Storage Rooms, etc., all under
same roof, All this equipment is electrically driven. They have Timber
Sheds, Dwelling House, small Office Building, Carbide Storage Building,
angd . several other smaller bulldings, all képt in fair repair. All surface
buildings are spaced a safe distance apart and are built of wood, covered
with galvanized, corrugated iron,

UNDERGROUND HAULAGE 1is Battery Locomotive in St. Louis Tunnel. Cars and
Track are in good condition,

TIMBERING:- All. timbering now - being installed is in first class condition.
NO EXPLOSIVES used at present Carbide is stored in a safe dry place.
ELECTRICITY is well 1nstalled, insulated, grounded@ and guarded.

VENTILATION is mechanical, with electrically-driven Reversible Blower
and tubing.

FIRE PROTECTION is both water and chemical extinguishers

MISCELLANEOUS:- The Rico Argentine Company acquired the St. Louis Group
in 1944. Cleaning out and retimbering operations started late in 1945
and heve been continuous to date.

For more complete description of old workings, refer to my last
reports of November 16, 1940 and May 22, 1941.

Everything 1s as clean and orderly ‘a8 can be exnected for thls class
of work,

Respectfully submittedy

D, €. 27y

State Metal Mine Inspector District No, 4




STATE OF COLORADO
BUREAU OF MINES

INSPECTOR’S REPOR%«?S

District No......- Four ..o

36 T Colorado. et August 13 ... 19..47..

{Name of Mine, Quarry or Plant) company' - G—roup)
County....Dolores . .. ... ... ... )
Ploneer Mining District ' .

Location...2..miles north of Rico, Colo, . . . ... ... “.Rico, Colo. . .. ..
Reached by auto (Nearest Town)

Owner Rico Argentine Mining Company -

Address | Dooley Block, Salt Lake City, Utah

Operator ' Rico Argentine Mining Company o ' " Owner sekessee

C.T.Van Winkle, Pres. & Gen., Mgr., 'Salt Lake City,Utah and Rico,Colo

Address dJ.C.Johnson, Vice-Pres.,lsl First Ave.,Salt Lake City, Utah
W.G.Seeley, Secfetary, 132 Main St.,Salt Lake City, Utah

Name and address of agenit, general manager or other officer on whom to serve notices

C. T. Van Winkle, Gen. Msanager, Salt Lake City,Utgh, and Rico, Colo.

Name and address of local manager or person in direct charge of operations

C. T. Van Winkle, Gen. Manager, Salt Lake City,Utah and Rico, Colo.

Name and address of company or person to whom notification of Annual Report should'be sent

C. T. Van Winkle, Gen.Mgr.,Dooley Block, Salt Lake City,Utah and Rico,Colo.

Character of ore or other products gold, 8ilver, copper, lead and zinc.

~Rroducing : Not Producing
Number employed underground -6 ‘ Onsurface 1 MiMiscellaneous 1
(up to ‘May lst 1947) :

Compensation insurance carried 4 - Lompensation-net-carried-
Accident Report Blanks are on hand. '

Remarks: Have Telephone. '

First Aid Supplies are provided. Have Change Rooms,

Safety and Sanitary Conditions, in general, are'satisfactoryu

DESCRIPTION OF MINE:- The St. Louils Tunnel consists of a northeasterly
cross-cut tunnel approximatély-5045 ft. in length, 7 ft. x 9 ft. in the
clear. At a point 4300 ft. from the portal, a oross-cut and drift ex-
“tends 3640 ft. 1n”h northwesterly direction. From a point in this north-

S—



westerly drift about 700 ft. from the northeasterly cross-cut, & 3-com-
Springs Group above.

Mine, above: This raise wes also repaired and is in good conditlon.’

'SURFACE PLANT:- The large Compressor House, Blacksmith Shop, ete.,

partment Inclined Raise extends 600 ft. to the Main Level of the Mountain

- Operations this year up to May 1st consisted of cleaning up and retim-
bering of the 8t. Louls Tunnel beyond the 4300 ft. point, and cleaning out
and retimbering the 3640 fit. northwesterly cross-cut and drift to the

600 ft. 3-compartment inclined raise connecting with the Mountain Springs

This raise 1s equipped with an electrically-driven single-drum Holst,
with 9/16" Cable and Skip. Thie equipment is located in Mountain
Springe Level above and 18 not used at present. '

The eight men employed on this property up to May 1st were trans-
ferred to the Mountain Springs Mine.

There was no production,

described 1in last report are not now used. Compreseor, Battery Locomo-
tive, Blower, etc., have been moved to Mountain Springs Mine.

UNDERGROUND HAULAGE was Battery Locomotive in St. Louis Tunnel. Cars
and Track are in good condition.

TIMBERING:~ All timbering is in first class condition. - e

ELECTRICITY was used for power and surface lighting. It is well 1installed,
insulated grounded and guarded.

VENTILATION was both natural and mechanical, with electrically-driven
reversible blower and tubing.

FIRE PROTECTION was both water and chemiceal extinguishers

MISCELLANEOUS:- This prOperty formerly belonged to the St Louls Smelt-
ing & Reflning Company and is now a unit of the Rico Argentine Mines.
Operations ceased on this property May lst, 1947.
Velns. are fissures. and. beds, warying inAwidth
This St. Louis Tunnel 1is maintained in good condition..
Respectfully submitted,

J'ﬂz/,w;m

State Metal Mine Inspector, District No.4
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which l1s 3-compartment, 280 feet in depth and connects No.3 Argentine
Level with Blaine(No.l)Level. No.3 Shaft is equipped with single-drum
~electrically-driven Hdist with 5/4" Cable and Cage. All this equip-
ment, fastenings, etc., is kept in good condition. All moving partis
are~covered and guaraed ‘ :

UNDERGROUND HAULAGE is Battery Locomotive on main haulageway, man power
on all other levels. All this eduipment is 1n good conditlon. .

TIMBERING: - Considerable timbering is necessary in this mine, and 1s
well installed. All openings are well covered and guarded.
Ladders are well installed and in good condition.

EXPLOSIVES:- Explosives are--safely stored in well-built Magazines.
Underground Distributing Maggzines for daily supply of powder are kept
in good condition. Caps are safely stored. Carbide 1s stored in =
safe, dry. place. DBoth electric and hand blasting 1s practiced.

ELECTRICITY Is used for power and lighting both underground and surface.
It is well installed, insulated, grounded and guarded.
They have telephone to the surface in all stations.

FIRE PROTECTION consists of high pressure wgter and chemical extingulshers
Fire Doors are provided.

VENTILATION is both natural and mechanical, with electrically-driven
Blowers.

MISCELLANEOUS:~- This property operated continuously throughout the year.
They are now milling approximately 110 tons per 24 hour day in the Rico-
Argentine M1ll, making two products, one silver-lead, the other zinc.

Concentrates are trucked two miles to the R.G.S.Railroad, thence
shipped by rail to smelters.

The Saw Mill mentioned in thie report coes a long way toward alleviat-
ing the difficulty of obtaining commercial lumber.

The Rico Argentine Company meintains a Caterpillar Tractor, equipped
with both Snow Plow end Dozer which they use for building and maintain-
ing roads to all of their operating units.

Everything is exceptionally clean and orderly about this property

The Company co-operastes fully with the Stsate Bureau of Mines and’
with the Inspector, and insists upon observation of safety rules and
regulations.

Respectfully submitted

O C I Fpen Za::
State Metal Mine Inspecto¥, District No.




STATE OF COLORADO
BUREAU OF MINES

INSPECTOR’S l’lE:I’Ol‘l'i_\6

District No....Four

........................................ Rica..................Colorado. rrererreene ADTIL O ..19.48
Q,s ...... LU TN E oo eee oo eeeere e eeeseeeess e ST
(Name of Mine, Quarry or Plant)
County....Doloxres . ...
Pioneer Mining District
Location...2..mlles. norih of Rico,..Colorado........ ... Rlco, . Calorado.......
Reached by auto (Nearest Town)
R Owner Rico Argentine Mining Compang
Address Dooley Block, Sglt Lake City, Utsh.
Operator ‘@ rgentine Mining Company Owner o~tessee-
C.T. Van Winkle.Pres. & Gen. Mgr.,Salt Lake City,Utah, and Rico,
Address J.C,Johnson,Vice-Pres.,151 First Ave.,Salt Lake City. Colo.

W.G. Seeley, Secretary,l32 Main St.,Salt Lake City,Utah.
Name and address of agent, general manager or other officer on whom to serve notices

C. T. Van Winkle, Gen Manager, Salt Lske City,Utah, and Rico, Colo.

Name and address of local manager or person in direct charge of operations

C. T. Van Winkle, Gen. Mgr.,Dooley Block, Sglt Lake City,Utah & Rico, Colo.

Name and address of company or person to whom notification of Annual Report should be sent

C. T. Van Winkle, Gen. Mgr.,Dooley Block, Salt Lake City,Utah & Rico, Colo.

Character of ore or other products

Rrodueineg Not Producing
' h&:mbe&ea&pléyédaadmmA Grrsurface— MiH
Compensation insurance carried ' Cempmagw;gt_gmd

Acciéent Report Blanks areon hand

Remarks: Have Telephone )

First Aic¢ Supplies are provided. Have Change Rooms.

Safety and Sanitary Conditions, 1n general, are satisfactory. -

DESCRIPTION @F MINE:- The St. Louis Tunnel consists of g northeasterly
cross-cut tunnel approximately 5045 ft. in length, 7 ft. x 9 ft. in the
clear. At a polnt 4300 ft. from the portal, a cross-cut and drift ex-
tends 3640 ft. 1in a northwesterly direction. From a point in this north-




westerly drift, about 700 ft. from the northeasterly cross-cut, a 3-com-
partment Inclined Ralse extends 600 ft, to the Main Level of the Moun- -
tain Springs Group, above.,” This ralse is cribbed with 8 x 8 sawed
timbers throughout, &and equipped with an electrically-driven, single-
drum Hoist, with 9/16" Cable and Skip. This equipment is located
on Mountain Springs Level, above.

There are no operatlions in the St.Louis Mine at present - mainten-
ance only. The tunnel and raise are used for ventilation of Mountain
Springs Mline and exit for men, only.

SURFACE PLANT:- All surface and underground equipment which was former-
ly located at the St. Louis Mine 1s now used at Mountain Springs Mine.

TIMBERING:- Maintenance only.

VENTILATION is natural.

MISCELLAREOUS:- This property formerly belonged to the St.Louls Smelt-
ing & Refining Company, and 1s now a unlt of the Rico Argentine Mines.

‘This tunnel is kept in good condition.
Respectfully submitted

State Metal Mine Inspectér, District No. 4
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EXPLOSIVES:- Explosives are safely stored in well-built Magszines,
Underground Distributing Magazines for dailly supply of powder are kept
in good condition. Caps are safely stored. Carbide is stored in s
safe, dry plgce. Both electric and hand blasting is practiced.

ELECTRICITY is used for power and lighting, both'un&ergroundvand surface.
It is well installed, insulated, grounded and guarded,
They have telephone to the surface in gll stations.

FIRE PROTECTION consists of high pressure water and chemical extlnguishers.
Fire Doors are providead.

VENTILATION is both natural and mechanical, with electrically-driven
Blowers.

MISCELLANEQUS:~ This property operated continuously throughout the year.
They are now milling betweem 110 and 125 tons per 24 hour day in the _
Rico-Argentine Mill, msking two products, one silver-lead, the other zine.
‘Concentrates are trucked two miles to the R.G.S.Reilroad, thence shipped - -
by rell to Smelters. ,

The Saw Mill mentioned in this report goes a long way toward alleviat-
ing the difficulty of obtaining commerecial lumber.

“The Rlco-Argentine Company maintains a Caterpillar Tractor, equipped
wlth both Snow Plow and Dozer which they use for bullding and maintaining
roads to all of their operating units, ‘ :

The Company is also repairing and constructing several residences
in Rico for living quarters for employees! families.

Everything 1s exceptionslly clean and orderly about this property.

The Company co-operates fully with the State Bureau of Mines and
with the Inspector, and insists upon observance of safety rules and
regulations,

Respectfully submitted,

B gt

State Metal Mine Inspector, District No. 4






